
All handrails must
be graspable. and
conform to section
1007.5.3 (SBCCI)

WINDERS TO CONFORM TO
SECTION 1007.8.1  (SBCCI)

MAX. VARIATION BETWEEN
ADJACENT TREAD AND RISERS
SHALL NOT BE MORE THAN 3/16"
. IN THE OVERALL STAIR, 3/8"
MAX BETWEEN THE SMALLEST
AND LARGEST.  TREADS AND
RISERS SHALL BE PROPORTIONS
AS TO SECTION 1007.3.1 (SBCCI)

MAX. RISE 7 3/4"    MIN RUN 9"
IF TREAD IS LESS THAN 10"
THEN A 1" NOSING MUST BE
INSTALLED (NOSING DOES NOT
COUNT IN FORMULA)

GUARDRAIL TO BE 36" MIN. OFF F.F.

34" MIN. 38" MAX.

6" SPHERE
UNABLE TO
PASS THROUGH
OPENING

BOTTOM RAIL OR CURB SPACE
TO REJECT PASSAGE OF A 2"
SPHERE

4" SPHERE MAY NOT PASS

LESS THAN 4" OPENING

TYPICAL: STAIRS, HANDRAILS & GUARDRAILS

SCALE 1/2" = 1'
8 3/4"=1'-0"


